
System information :

• All systems with targets produced by Kongsberg 
Mikroelektronikk AS

WinGPS Server:
The program is run on one of the machines in the 
network. This program gathers information from the 
control room software and sends it to the WinGPS
monitor programs.

WinGPS Monitor:
The program can be run on one or more PC’s in the 
network. The program can display from 1 to 25 lanes 
graphically. 

WinGPS comes in two versions: Standard and Pro

Result service

PC PC

Audience Display 
Projector

Room for 
audience

XUser-defined display profile (program)
XArchive, view previous series
XMarking in advance (for speaker)

XMore than 80 colour selections on WinGPS
Monitor

XXOrion can select which target(s) to be displayed 
on WinGPS Monitor(s) during finals

XXText based display of 1 to 50 lanes
XXGraphical display of 1 to 25 lanes

ProStandardFunctions

System requirements WinGPS Server : System requirements WinGPS Monitor:

230V

PC Shooters stand PC

Take good care of your audience with WinGPS
audience display program. Display the shooters
performances either graphically or as text. 
Gives a whole new dimension to finals!

The program can be run on one or more PC’s that
are connected to the LAN network on the shooting
range. If required, a projector can be connected to 
give a larger image.

WinGPS WinGPS --
audienceaudience displaydisplay

Shooters stand

Network -
LAN

Recommended use :

10/100 Mbit
TCP/IP protocol

10 Mbit
TCP/IP protocol

Network
98 / 2000 / XP95 / 98 / Me / 2000 / XPWindows version

50 MB20 MBAvailable disk space

64 MB32 MBMemory

Pentium II 400 MHzPentium 200 MHz (Up to 10 lanes)
Pentium II 400 MHz (More than 10 lanes) 

Processor
RecommendedMinimum

10/100 Mbit
TCP/IP protocol

10 Mbit
TCP/IP protocol

Network
98 / 2000 / XP951 / 98 / Me / 2000 / XPWindows version

1024x768640x480Monitor resolution
10 MB4 MBAvailable disk space
32 MB16 MBMemory

Pentium 200 MHz2Pentium 100 MHz2Processor
RecommendedMinimum
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